


HAPS400 Notification Appliance Circuit Power Supply

NOTICE: The information contained in this document is intended only as a summary and is subject to change without notice.  The devices described in this document have
specific instruction sheets which cover various technical, limitation and liability information.  Copies of these instruction sheets and the General Product Warning and Limitations
Document, which also contains important information are provided with the product and are available from Harrington Signal Inc. Fire Alarm.   Information contained in these
documents should be consulted before specifying or using the product.  For further information or assistance concerning particular problems contact Harrington Signal Inc.
Harrington Signal Inc. Fire Alarm reserves the right to change specifications without notice.  Quality OEM manufactured for Harrington Signal Inc. Fire Alarm by Altronix.
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The HAPS400 Fire Alarm Notification Appliance
Circuit Power Supply/Charger, is intended for use
with fire alarm control panels (FACP) to provide the
increased power necessary to operate the additional
indicating devices due to the new ADA requirements.
In a non-alarm condition, the FACP indicating circuit
signal passes through the HAPS400, thus maintain-
ing circuit supervision.
In an alarm condition, the FACP indicating ouput
voltage reverses polarity triggering the HAPS400.
This causes the HAPS400 to supply power to the
indicating devices connected to its output.
Multiple HAPS400 units may be interconnected along
this circuit to accomodate more indicating devices.
(see Fig. 2)

Ordering Information
Model NumberModel NumberModel NumberModel NumberModel Number Part NumberPart NumberPart NumberPart NumberPart Number DescriptionDescriptionDescriptionDescriptionDescription
HAPS400 331-0072 4 Amp Signal Power Booster, (1) NAC Y/B, requires (2)

separate 12 Vdc batteries. filtered & regulated 12 or 24 Vdc
output in red surface cabinet


