


Height
2.0 inches (51 mm)

Diameter
6.1 inches (155 mm)
installed in B210LP base

4.1 inches (104 mm)
installed in B501 base

Shipping Weight
Heat: 4.8 oz. (136 g)

Photo/Photo with Heat: 5.2oz. (147 g)

Ion: 5.4 oz. (153 g)

Operating Temperature Range
Ion/Photo: 32° to 120°F (0° to 49°C)

Photo with Thermal: 32° to 100°F 
(0° to 38°C)

Thermal: –4° to 100°F (–20° to 38°C)

High Temperature: –4 to 150ºF 
(–20 to 66ºC)

UL Listed Velocity Range
Ion: 0 – 1200 fpm (0 – 6.1 m/sec)

Photo/Photo with Thermal: 
0 – 4000 fpm (0 – 20 m/sec)
(suitable for installation in ducts)

Insect Screen Hole Size
Photo – 0.016 inch (0.41mm) nominal

Ion – 0.035 inch (0.89mm) nominal

Relative Humidity
10% – 93% noncondensing

Thermal Ratings
Fixed Temperature Setpoint: 
135°F (57°C)

Rate of Rise Detection: 15°F/min. 
(8.3°C/min.)

High Temperature Heat: 190ºF (88ºC)

Voltage Range
15 – 32 volts DC peak

Standby Current (max. avg.)
Ion/Thermal: 150 µA @ 24 VDC
(without communication, LED off)
200 µA @ 24 VDC (one communication 
every 5 sec. with LED enabled)

Photo/Photo with Thermal: 250 µA @
24 VDC (without communication, LED 
off) 
300 µA @ 24 VDC (one communication 
every 5 sec. with LED enabled) 

LED Current (max.)
6.5 mA @ 24 VDC (on)
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Accessories

XR2B Detector Removal ToolRA400Z Remote LED

Head also sold
separately
(part no. T55-127-000)

System Sensor Sales and Service

System Sensor Headquarters
3825 Ohio Avenue
St. Charles, IL 60174
Ph: 800/SENSOR2
Fx: 630/377-6495 
Documents-on-Demand
800/736-7672 x3
www.systemsensor.com

System Sensor Canada
Ph: 905.812.0767 
Fx: 905.812.0771

System Sensor Europe
Ph: 44.1403.276500 
Fx: 44.1403.276501

System Sensor in China
Ph: 86.29.524.6253 
Fx: 86.29.524.6259

System Sensor in Singapore
Ph: 65.6273.2230 
Fx: 65.6273.2610

System Sensor – Far East
Ph: 85.22.191.9003 
Fx: 85.22.736.6580

System Sensor – Australia
Ph: 613.54.281.142 
Fx: 613.54.281.172

System Sensor – India
Ph: 91.124.637.1770 x.2700
Fx: 91.124.637.3118


